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This manual is aimed at the following persons:
Personnel: n Customer service

n Certified refrigeration technician

This manual is valid for the following model:

Area Model Serial number
from

Medical cooling ESSENTIAL MED
125

125 30 03887

The unit has the following specifications:
n independent and quiet defrosting
n Forced-air cooling
n Melt water evaporation
n Cold room lighting

(optional)
n Delayed inner temperature display
n Lockable door
n Optical and acoustic warning system
n Power failure warning

Germany
PHILIPP KIRSCH GMBH
Im Lossenfeld 14
77731 Willstätt-Sand, Germany
Telephone: +49 (0) 781 9227 0
Fax: +49 (0) 781 9227 200
Email: info@kirsch-medical.de
Mon - Thurs: 08.00 to 12.15, 13.15 to 16.30 Fri: 08.00 to 12.00,
13.00 to 16.00
Netherlands
VDW CoolSystems
De Aaldor 8c | NL-4191 PC Geldermalsen, Nederland
Telephone: +31 345 582 546
Fax: +31 345 580 390
E-mail: service@vdwcoolsystems.nl
Order acceptance: 24/7 (24 hours, seven days a week)

Target audience

Models

Contact

Supplemental directives
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The illustrations in this manuals are examples. They are intended
for a basic understanding and may vary depending on the model.

Illustrations

Supplemental directives

09.04.2025Refrigerator ESSENTIAL MED-Series4



Table of contents
1 Safety................................................................................... 7

1.1 Symbols in this manual................................................. 7
1.2 Intended use................................................................. 8
1.3 Foreseeable misuse..................................................... 8
1.4 Residual risks............................................................... 8
1.5 Safety labelling............................................................ 11
1.6 Personnel qualification................................................ 12
1.7 Personal protective equipment................................... 13

2 Detailed function description.......................................... 15
2.1 Control details............................................................. 15
2.2 Temperature sensor.................................................... 17
2.3 Error message and buzzer......................................... 17
2.4 Safety regulation......................................................... 18
2.5 Defrosting................................................................... 18

3 Function check.................................................................. 19
3.1 Checking sensors....................................................... 19
3.2 Comparison of actual values...................................... 19

4 Maintenance and Customization..................................... 21
4.1 Status displays and error messages........................... 21
4.1.1 Status displays......................................................... 21
4.1.2 Error messages....................................................... 22
4.2 Switching the door hinge............................................ 24
4.3 Replacing the display unit........................................... 24
4.4 Replacing sensors...................................................... 25
4.5 Replacing the control and monitoring unit.................. 25
4.6 Replacing the interior blower...................................... 25
4.7 Replacing the door lock.............................................. 26
4.8 Replacing the door seal.............................................. 26
4.9 Replacing the door contact......................................... 26
4.10 Replacing the battery................................................ 27
4.11 Replacing the cooling machine................................. 27

5 Customizing parameters.................................................. 29
6 Appendix............................................................................ 35

6.1 Technical data............................................................. 35
6.2 Installation drawing..................................................... 37
6.3 wiring diagram............................................................ 38
6.4 Exploded view............................................................. 40
6.5 Spare parts list............................................................ 41

7 Index................................................................................... 43

Table of contents

09.04.2025 Refrigerator ESSENTIAL MED-Series 5



Table of contents

09.04.2025Refrigerator ESSENTIAL MED-Series6



1 Safety
This section provides an overview of all important safety aspects
for optimal protection of patients and staff, and for safe and
trouble-free operation of the unit.
Non-compliance with the instructions and safety warnings in this
instruction manual can cause considerable risks.

1.1 Symbols in this manual
Safety instructions are marked with symbols in this manual. Safety
instructions are initiated by signal words that express the degree of
risk.
In order to avoid accidents, injury or damage and ensure maximum
patient safety, always comply with safety instructions and act with
care.

DANGER!
This combination of symbol and signal word indicates
an imminently hazardous situation that will lead to
death or serious injury unless avoided.

WARNING!
This combination of symbol and signal word indicates a
potentially hazardous situation that can lead to death or
serious injury unless avoided.

CAUTION!
This combination of symbol and signal word indicates a
potentially hazardous situation that can lead to minor or
slight injury unless avoided.

NOTICE!
This combination of symbol and signal word indicates a
potentially hazardous situation that can lead to property
damage or environmental damage unless avoided.

This symbol highlights useful hints and recommenda-
tions as well as information for efficient and trouble-free
use of the unit.

Safety instructions

Hints and recommendations

Safety
 Symbols in this manual
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Mark Explanation

Step-by-step instructions

ð Results of actions

References to sections in this manual

Lists without a specified order

1.2 Intended use
The pharmaceutical refrigerator is used for commercial storage of
pharmaceuticals, vaccines and pharmaceutical ingredients that
require refrigeration. The pharmaceutical refrigerator is not a med-
ical product.

1.3 Foreseeable misuse
The unit is not designed for domestic use. The unit is used for
commercial storage of chilled goods in line with its intended pur-
pose.
Do not use the unit to cool warm goods. Do not store chilled goods
in the unit if their cooling chain was interrupted during delivery or
stock transfer.
Do not store food or drink in the unit.
Do not store chilled goods that exceed the carrying capacity of the
wire shelves and drawers.

1.4 Residual risks

WARNING!
Danger due to hot surface!
The marked areas of the unit can cause severe skin
injuries if touched.
– Do not touch areas of the unit marked in this way.
– These areas are very hot and can still cause burns

several hours after the unit has been switched off.

Other markings

Hot surface

Safety
 Residual risksResidual risks
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WARNING!
Risk of chilled goods damage due to a blocked
inner ventilation !
A blocked inner ventilation can cause issues to the air
circulation inside the unit so that temperature homoge-
neity won't be ensured any longer. This can lead to a
massive temperature deviation inside the unit and may
result in damage to the chilled goods.
– Make sure that the ventilation in the upper area is

not blocked.
– Do not cover the ventilation grids with chilled

goods.
– Make sure that the air outlet in the lower area is not

blocked.

WARNING!
Danger due to escaping refrigerant!
The refrigerant used in the unit is explosive and pres-
surised, and can cause serious injury if it comes into
contact with the eyes or skin.
– During transport and set-up, do not bend or pierce

the tubing and the evaporator.
– Do not damage the surface coat (scratching it off,

for example).
– Wear safety glasses and protective gloves when

handling the refrigerant circuit.

WARNING!
Danger of crushing injuries from falling unit!
If the unit is tilted, it will fall over in an uncontrolled
fashion. When the unit falls over, there is a danger of
crushing to the hands and feet.
– Wear safety shoes and safety gloves when trans-

porting the unit.
– Transport the unit in an upright position.

Blocked interior ventilation

Escaping refrigerant

Tilting the unit

Safety
 Residual risksResidual risks
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CAUTION!
Danger of goods and personal damage due to
missing power supply!
In the event of a power failure, the battery supplies
power only to the warning system.
The cooling unit is switched off, which can damage or
destroy the chilled goods and lead to a serious injuries
as a result
– After a power failure, make sure that the cooling

unit is supplied with power again.
– If necessary, move the chilled goods.

CAUTION!
Danger to chilled goods due to contamination!
A dirty unit can contaminate the stored chilled goods. A
contamination can damage or destroy the chilled
goods.
– Do not store contaminated chilled goods in the unit.
– After any contamination, clean, disinfect and steri-

lise the unit and the chilled goods.
– Clean, disinfect and sterilise the unit in line with this

instruction manual during operation.
– Comply with the applicable requirements for per-

sonal hygiene, disinfection and sterilisation.

WARNING!
Risk of frostbite from refrigerant!
At normal atmospheric pressure and ambient tempera-
tures, liquid refrigerant vaporises so quickly that contact
with skin or eyes could cause frostbite (risk of blinding).
– Wear safety glasses and protective gloves when

handling the refrigerant circuit.
– Never carry out work on the cooling circuit inde-

pendently. Never force the cooling circuit open.
– Please pay attention to the type plates in the inte-

rior and on the cooling machine.

Missing power supply

Contamination of chilled goods

Frostbite from refrigerant

Safety
 Residual risksResidual risks
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1.5 Safety labelling

The rating plate contains the following information (information cor-
responds to the red number):
1 - Model
2 - Serial number
3 - Refrigerant
4 - Alternating current
5 - Usable room temperature range
6 - Cooling system capacity
7 - UDI identifier for BL devices only
8 - Refrigeration unit
9 - Power consumption
10 - Ambient temperature range

Symbol Meaning

CE labelling

Read the instructions for use

Manufacturer

Date of manufacture

Serial number

Attention

Old devices must be disposed of separately from
household waste.
Batteries or rechargeable batteries that are not
permanently installed must be removed before-
hand and disposed of separately.

Rating plate
MED 100 PRO-ACTIVE          Kühl-Inhalt

Gross volume 95 Liter

Kältemittel
Refrigerant R600a 0,043 kg

Wechselstrom
Voltage 220-240V~50/60 Hz

Nutzraumtemperaturbereich
Usable- space temperature      +5°C

Modell
Type

Kühl-Aggregat VKD 2715 KCooling system

Stromaufnahme 0,22 APower input

10°bis 38°C
Umgebungstemperaturbereich
Ambient temperature

100 30 35000

1  6

2              7

3              8

4              9

5            10

---

2024

Fig. 1: Example of a rating plate (MED
100 PRO-ACTIVE)

Safety
 Safety labelling
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1.6 Personnel qualification

WARNING!
Danger of damage and injury due to commis-
sioning by unqualified staff!
If commissioning is performed incorrectly by unqualified
staff, serious damage to the chilled goods can result,
which in turn can lead to serious injuries.
– Have all tasks performed only by staff qualified for

those tasks.
– Keep unauthorised persons away from the working

area.

WARNING!
Danger of damage and injury due to commis-
sioning by unqualified staff!
If commissioning is performed incorrectly by unqualified
staff, serious damage to the chilled goods can result,
which in turn can seriously harm patients.
– Have all tasks performed only by staff qualified for

those tasks.
– Keep unauthorised persons away from the working

area.

These instructions specify the personnel qualifications required for
the various areas of activity listed below:
Certified refrigeration technician
Due to their specialist qualification, knowledge and experience,
and knowledge of the applicable standards and regulations, certi-
fied refrigeration technicians are able to perform work on refrigera-
tion systems and the refrigerant in question, and identify and avoid
potential dangers of their own accord.
The acquired certification also includes the expertise required to
prevent emissions and safely handle refrigeration equipment of the
relevant type and size. Refrigeration technicians have been trained
and are certified to work at the specific location of use and are
familiar with the relevant standards and regulations.

Customer service
Certain work can only be performed by the manufacturer’s cus-
tomer service or by a specialist company contracted by the manu-
facturer. No other staff is permitted to carry out this work. Contact
the manufacturer’s customer service to carry out the necessary
work.
Kirsch service contact:
PHILIPP KIRSCH GMBH

Insufficiently qualified personnel

Insufficiently qualified personnel

Personnel qualifications

Safety
 Personnel qualification
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Im Lossenfeld 14
77731 Willstätt-Sand, Germany
Telephone: +49 (0) 781 9227 777
Fax: +49 (0) 781 9227 200
Email: info@kirsch-medical.de
Mon – Thurs: 8.00am to 12.15pm, 1.15pm to 4.30pm, Fri: 8.00am
to 12.00pm, 1.00pm to 4.00pm

Only persons who can be expected to carry out their work in a reli-
able manner are authorised as personnel. Persons whose ability to
react is affected by, for example, drugs, alcohol or medication are
not authorised.
When selecting personnel, please take into account the age and
job-related regulations in force at the place of work.

1.7 Personal protective equipment
Personal protective equipment is used to protect personnel against
hazards that could affect their safety or health at work.
Always put on the personal protective equipment required in the
various chapters of these instructions before starting the work in
question.
Follow the instructions on personal protective equipment in the
work area.
Personnel must wear personal protective equipment when per-
forming the various tasks on and with the device. This equipment is
referred to separately in the individual chapters in these instruc-
tions. This personal protective equipment is explained below:
Chemical-resistant protective gloves
Chemical-resistant protective gloves protect the hands from
aggressive chemicals.

Protective gloves
Protective gloves protect the hands from friction, abrasions,
piercing or deeper injuries as well as from contact with hot sur-
faces.

Protective goggles
Protective goggles serve to protect the eyes from flying debris and
splashes of liquid.

General personnel qualification
requirements

Safety
 Personal protective equipment
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Safety
 Personal protective equipment
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2 Detailed function description
2.1 Control details

Fig. 2: Display and control unit

Please see the following overview for the function of the buttons:

Tab. 1: Buttons
Posi-
tion

Button Designation Function

1 – Display Display of error messages and status.

2 [Up]

Navigate.
Select parameter lists.
Additional defrosting after 4 seconds

3 [Down]

Combination button:
Navigate.
Switch off the alarm sound.

4 [Set temperature] Query the set temperature.

5 [Warning limits] Upper and lower temperature warning limit

6 [ON/OFF] Switch the device on and off.

Detailed function description
 Control details
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Depending on the version, certain buttons have mul-
tiple functions when used in conjunction with other but-
tons.

Please see the following overview for the function of the displays:

Tab. 2: Display
Position Display Designation Function

7 ‘Alarm, lower temperature
warning limit’

The LED comes on when the lower warning limit is
viewed/changed.

8 ‘Alarm, upper temperature
warning limit’

The LED comes on when the upper warning limit is
viewed/changed.

9 ‘ Compressor status ’

The display shows the switching status of the com-
pressor.
A flashing display means:
n Waiting time for restarting if the start protection

time or defrost time has not yet ended.

A flashing right decimal point indicates the current
charging process of the battery. This goes off when the
battery is fully charged.

A flashing left decimal point indicates that defrosting is
being initiated.

Detailed function description
 Control details
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2.2 Temperature sensor
The unit is equipped with several PT100 temperature sensors.
Please see the following table for the functions of the respective
temperature sensors.

Colour Designation Function

Control sensor (F1) Controls the control circuit

Evaporator sensor
(F2) Controls the defrost phase

Display sensor (F3) Display indication

2.3 Error message and buzzer
The unit is equipped with various alarm functions. When the alarm
is triggered, it is optically and acoustically communicated via the
display and control unit.

Temperature alarm or 
n Occurs when the temperature exceeds or falls below the tem-

perature warning limits.
n The remote warning contact is triggered.
n The display alternates between the current temperature and

the error message.

Door Open alarm
n Happens if the door is open for more than 60 seconds.
n The alarm goes off when the door is closed.

Power failure warning 
n Happens when the unit is no longer being supplied with power.
n The display alternates between the current temperature and

the error message.
Alarm indicating a defective display and control unit
n Happens when the display and control unit is no longer func-

tioning.
n The unit must be taken out of operation.

Alarm

Detailed function description
 Error message and buzzer
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CAUTION!
Risk of damage to property and personal injury due
to failure of the power supply.
The battery supplies power to the warning device only
in the event of a power failure. The refrigeration unit is
switched off, which may damage or destroy the chilled
goods.
– After a power failure, ensure that the power supply

to the refrigeration unit is restored.
– If necessary, move the chilled goods.

The unit has a battery that provides power to the warning unit for
approx. 8 hours in the event of a loss of power. The temperature
alarm is triggered if the temperature exceeds the warning limits.
The battery charges during normal operation and is monitored by
an automatic charging system.

Replace the battery Ä Chapter 4.10 ‘Replacing the bat-
tery’ on page 27 when the error message  is dis-
played.

2.4 Safety regulation
The low temperature protection operates independently of the con-
trol unit and has its own sensor (black), which is located in a
cooling block to the right of the evaporator. If the low temperature
protection is triggered, the error message 6F5 alternates with the
temperature in the display, the audible signal sounds and the
potential-free contact is switched.

2.5 Defrosting

The device defrosts automatically every 12 hours.
Automatic defrosting takes place with temporal and thermal moni-
toring.
The defrost water is channelled into the external defrost water tank
and evaporates there.

In addition to automatic defrosting, the defrosting process can be
started manually.

Hold down the [Up] button for 4 seconds.

ð The defrosting process starts.

Network-independent warning/
power loss

Automatic defrosting

Additional defrosting

Detailed function description
 Defrosting
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3 Function check
3.1 Checking sensors

1. Replace a defective sensor (e.g. F1) with any other sensor
(e.g. F2).

ð n The error number of the replaced sensor (F2) is dis-
played: sensor (F1) is defective.

n No error is displayed: The sensor input on the control
and monitoring unit is defective.

2. Replace the defective component.
Ä Chapter 4.4 ‘Replacing sensors’ on page 25

3.2 Comparison of actual values
Carry out a comparison of actual values for the control in the fol-
lowing circumstances:
n When the measured interior temperature does not match the

current display.
n When the measured interior temperature does not match the

target value setting.
n When the control board or the control sensor and the display

sensor have been replaced.
The interior temperature must be measured in the centre of the
interior. When doing so, ensure that the sensor of the temperature
measurement device is buffered so that the air temperature is not
measured.
The control sensor and the display can be compared. The following
rules apply for this:
n If the interior temperature is too warm, the control sensor set-

ting must be represented as a negative number.
– Example: Target temperature +4 °C, measured tempera-

ture +6 °C, comparison -2.0
n If the interior temperature is too cold, the control sensor setting

must be represented as a positive number.
– Example: Target temperature +4 °C, measured tempera-

ture +3 °C, comparison +1.0
n If the display shows a temperature that is too high, the display

setting must be represented as a negative number.
– Example: Displayed temperature +6 °C, measured temper-

ature +4 °C, comparison -2.0
n If the display shows a temperature that is too low, the display

setting must be represented as a positive number.
– Example: Displayed temperature +3 °C, measured temper-

ature +4 °C, comparison +1.0
If the measured temperature is different, first adjust the control
sensor and then the display.

Function check
 Comparison of actual values
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NOTICE!
Only the control sensor can be adjusted for the
ESSENTIAL MED 125 DIN model.

1. Press and hold [Up] and [Down ] for approx. 6 seconds

ð The display shows 

2. Press [Set temperature] briefly.

3. Use [Up] to select the following parameter:

n : Control sensor and display adjustment

4. Press and hold [Target temperature].

5. Use [Up] and [Down ] to change the value.

6. The value is saved by releasing [Target temperature].

Selecting the PA1 level parameter
list

Setting parameters

Function check
 Comparison of actual values
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4 Maintenance and Customization

DANGER!
Danger due to live parts!
– Unplug the power plug before carrying out any

work.

WARNING!
Risk of death due to premature reactivation!
In the event of reactivation, there is a risk of death for
anyone in the danger zone.
– Before reactivating, ensure that no one is in the

danger zone.

Only carry out repair work with the power supply disconnected.
Protective equipment: n Chemical-resistant protective gloves

n Protective gloves
n Protective goggles

4.1 Status displays and error messages
4.1.1 Status displays

Status displays are indications designed to provide information to
the user (e.g. of ongoing defrosting).
No audible signal (hereinafter referred to as "buzzer") is emitted
when the status is displayed.
A status display does not require immediate action by the user.

Tab. 3: Status displays
Display Buzzer Designation Function Measure

3
‘Lower temperature
warning limit display’

The LED comes on when the lower
warning limit is changed. –

3
‘Alarm, upper
temperature warning
limit’

The LED comes on when the upper
warning limit is changed. –

– ‘ Compressor
status ’

The display shows the switching status
of the compressor.
A flashing display means:
n Waiting time for restarting if the

start protection time or defrost time
has not yet ended.

–

Maintenance and Customization
 Status displays and error messages   > Status displays
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4.1.2 Error messages
Error messages indicate a device malfunction.
Error messages alternate on the display with the temperature dis-
play.
If there is more than one error, the errors are shown one after the
other on the display.
In addition to the indication on the display, the buzzer sounds to
indicate the error.
The device indicates the following errors visually and audibly:
n Unit error ( Ä Further information on page 22)
n Software errors ( Ä Further information on page 22)
If error messages occur, proceed as described below:
1. Deactivate the buzzer.
2. Assess the error display according to the table.
3. Carry out recommended measures.
4. Acknowledge the alarm message.

NOTICE!
Danger to chilled goods due to defective or faulty
unit!
A defect or fault in the unit means that its cooling per-
formance is no longer ensured. Reduced cooling per-
formance can cause considerable damage to chilled
goods.
– Select an alternative storage location for the chilled

goods.
– Ensure operating and storage conditions.
– Transfer chilled goods to new location.

Tab. 4: Error messages from the device
Display Buzzer Description Measure

– Unit connected to the mains, controller
is set to standby

Switch on the unit, press and hold
button 6 for approx. 4 sec.

3

Temperature alarm (high):
n The upper temperature warning

limit A1 has been reached or
exceeded (e.g. due to very warm
chilled goods or because the door
was open for too long).

n Move chilled goods.
n View and check the temperature

warning limit.
n If necessary, correct the values of

the temperature warning limits.
n Observe the temperature curve.

Procedure for error messages

Maintenance and Customization
 Status displays and error messages   > Error messages
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Display Buzzer Description Measure

3

Temperature alarm (low)
n The lower temperature warning limit

A2 has been reached or exceeded
(e.g. when the door has been open
for a long time when the cooling
machine is cooling the unit).

n Safety device responds, monitoring
circuit has switched off cooling
machine.

3

Sensor X:
n Short circuit in the relevant sensor.
n The cooling controller is running the

emergency program.

n Check the sensors and connections
at the control board.
– Switch the sensors at the con-

trol board to test them.
– If an error message is dis-

played, switch sensors F1 and
F2 at the control board.

– If an error message does not
appear, replace the control
board.

3

Sensor X:
n Break in the corresponding sensor.
n Cooling controller is running the

emergency program.

3

Alarm sensor 3 error:
n Short-circuit or failure of the corre-

sponding sensor.

n Check the sensors and connections
at the control board.
– Switch the sensors at the con-

trol board to test them.
– If an error message is dis-

played, switch sensors F3 and
F1 at the control board.

– If an error message does not
appear, replace the control
board.

3

The safety device to prevent negative
temperatures reports the measured
temperature < 2 °C
Cooling machine is switched off

Check whether the temperature is set
correctly, and observe whether the con-
dition normalises within a very short
time; if not, a technical fault is present.
Replace the control board.

3
Control error:
n Error in the program memory

n Carry out a control reset.
n If the error occurs again after a

short time, replace the control
board.

3

Door Open alarm:
n The door has been open for more

than 60 seconds.
n The door contact switch is defec-

tive.

n Close the door.
n Check the function of the door con-

tact switch.
n Replace the door contact switch

( Ä Chapter 4.9 ‘Replacing the door
contact’ on page 26).

Maintenance and Customization
 Status displays and error messages   > Error messages
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Display Buzzer Description Measure

3

Defective battery:
n Battery must be replaced.
n The temperature documentation

and alarm fail in the event of power
failure.

n Switch off the alarm.
n Replace the battery ( Ä Chapter

4.10 ‘Replacing the battery’
on page 27).

3

Power failure:
n Device does not cool.
n Alarm is active.
n The remote warning contact is trig-

gered.

n Check the power supply.

4.2 Switching the door hinge
1. Open the door to 180°.
2. Remove the rear screw of the upper hinge.
3. Undo the front screw of the upper hinge.
4. Gently rotate the hinge upwards and remove the door.
5. Measure the distance between the pin and the outer edge of

the housing on the lower hinge.
6. Remove the hinges.
7. Remove the plastic caps.

The hinge that was previously on the bottom is on the
top after the hinge switch.

The hinge that was previously on the top is on the
bottom after the hinge switch.

8. Mount the lower hinge after measuring the distance between
the pin and the outer edge of the housing.

9. Fix the upper hinge with the front screw.
10. Turn the door 180° and mount it.
11. Align the door.
12. Mount the hinges.
13. Insert the plastic caps.

4.3 Replacing the display unit
Depending on the model, the display unit is in the panel above the
door or lower down in the machine compartment panel.

Maintenance and Customization
 Replacing the display unit
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1. Open the door.
2. Loosen the four screws on the display.
3. Remove the display unit from the panel.
4. Disconnect the power supply to the display unit.
5. Refit the new display in reverse order.

4.4 Replacing sensors
1. Undo the fixing screws of the defective sensor.
2. Remove the sealing compound at the opening for the sensor.
3. Guide the defective sensor out of the housing.
4. Remove the control from the housing.

5. Remove the connection plug of the defective sensor from the
board.

6. Mount the new sensor in the reverse order. When doing so,
ensure that the opening for the sensor is closed tightly with a
new sealing compound.

4.5 Replacing the control and monitoring unit
Depending on the model, the control and monitoring unit is under
the cover plate next to/behind the cooling machine or in the lower
part of the unit behind the fitting cover.
1. The control and monitoring unit can be found to the left of the

compressor in the machine compartment and is replaced as
a complete unit.

2. Loosen the fixing clamps for the rear wall condenser.
3. Remove the control and monitoring unit from the housing.
4. Disconnect all plugs.
5. Remove the control and monitoring unit.
6. Fit the new control and monitoring unit in the reverse order.

4.6 Replacing the interior blower
1. Remove the upper angled part of the ventilation plate in the

interior by loosening the fastening screws.
2. Detach the cross-flow blower from the rear panel and remove

it.
3. Remove the plug connectors between the interior blower and

the connection cable.

Display unit inside the unit

Guide the defective sensor out of
the housing

Access to the control and moni-
toring unit at the bottom, next to
the cooling machine
Detach the defective sensor from
the control and monitoring unit
Mounting a new sensor

Control and monitoring unit in the
housing in the machine compart-
ment

Maintenance and Customization
 Replacing the interior blower
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4. Unscrew the blower from the mounting plate and replace it.

4.7 Replacing the door lock
Tool: n Socket wrench 22 mm

1. Undo the screw in the deadbolt on the inside of the door.
2. Pull out the deadbolt, round cover flap and insulating sleeve.
3. Undo the securing nut with the socket wrench (22 mm).
4. Pull the cylinder lock out to the front.
5. Fit the new cylinder lock in the reverse order.

4.8 Replacing the door seal

The door does not have to be unscrewed to replace the
door seal.

1. Remove the defective door seal from the groove.
2. Clean the groove of any residue.
3. Depending on the model, spray fresh silicon into the groove.
4. Insert the new seal into the groove and gently tap it into the

groove (e.g. with the ball of your thumb or with a mallet).
5. Ensure that the seal sits in the groove to the cover lip and

seals completely at the housing.

4.9 Replacing the door contact
1. Open the door.
2. Pull out the switch at the pin.
3. Unplug the plug connector.
4. Insert a new switch.
5. Plug in the plug connector.

Door lock in the door

Mechanical door contact switch
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4.10 Replacing the battery

1. Unscrew the bracket from the battery holder.
2. Remove the red and blue cable from the battery.
3. Install the replacement battery in reverse order.

4.11 Replacing the cooling machine

WARNING!
Danger due to unauthorised intervention in the
cooling circuit!
The cooling machine contains the natural refrigerant
propane R290 / isobutane R600a. The refrigerant used
in the unit is flammable and can cause serious injury if
it comes into contact with the eyes or skin. Unauthor-
ised intervention in the cooling circuit poses a danger of
injury!
– On site, only the entire cooling machine can be

replaced.
The cooling machine is a permanently technically
sealed system in line with EN 1127-1.

Together with the evaporator, the cooling machine is a connection-
ready unit that can be replaced without disconnecting the refrig-
erant circuit.
For Eco units: Only the entire cooling machine can be replaced.
The refrigerant R600a or R290 is used in the cooling circuit of the
Eco unit.

1. Open the door.
2. Remove the ventilation plate.
3. Remove the evaporator plate.
4. Open the back wall vent at the rear.
5. Release the compressor set at the rear.
6. Where applicable, unscrew the rear wall condenser.
7. Remove the cabling.
8. Carefully remove the cooling machine. When doing so,

ensure that the tubing is not damaged or kinked.
9. Fit the new cooling machine in the reverse order. When

installing, ensure that the tubing is not damaged or kinked.

Battery in the lower part of the
device, on the right in the machine
compartment
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 Replacing the cooling machine
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5 Customizing parameters

NOTICE!
Material damage from incorrectly set parameters!
The basic settings of the unit can be changed using the
following parameter lists. This could result in severe
damage to the chilled goods or the unit.
The parameter settings may only be carried out by
trained staff.

1. Press and hold [Up] and [Down ] for approx. 6 seconds

ð The display shows 

The control has three levels: PA0, PA1 and
PAL.

The Set button must be held down and the ▲
button used to enter the password +42, but
only for parameter level PA1, after accessing
it.

2. Press [Set temperature] briefly.

3. [Up] and [Up] can be used to navigate through the parameter
list.

4. Select the parameter to be changed.

5. Press and hold [Target temperature].

6. Use [Up] and [Down ] to change the value.

7. The value is saved by releasing [Target temperature].

Tab. 5: PA level
Param-
eter

Function description Adjustment range Factory set-
ting

P0 Cold room temperature display Read only  – 

P1 Cold room sensor calibration -99...+99.0 K -1.6 K

P2 Display of actual value for sensor 2 Read only  – 

Calling up the parameter list

Setting parameters

Parameter levels

Customizing parameters
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Param-
eter

Function description Adjustment range Factory set-
ting

P3 Calibration of sensor 2 -99...+99.0 K 0.0 K

P4 Evaluation of sensor 2 0: Is not evaluated
1: Evaluation as evaporator sensor

1

P7 Sensor selection (applicable to both
sensors)

0: Pt100 two-wire configuration
1: PTC two-wire configuration
2: Pt1000 two-wire configuration

1

P8 Software filter Read only  – 

P9 Display delay 0...100 % 25%

P10 Target value offset -99...0.0 K 0.0 K

P15 Battery on/off 0: Battery off
1: Battery on

1

P 16 Instantaneous battery charge state Dis-
play frozen during charging
(value available only when P15 = 1)

Read only  – 

ACC Battery voltage, actual value (value
available only when P15 = 1)

Read only  – 

r0 Switching hysteresis for compressor 1...15.0 K 0.5 K

r1 Target value limit, lower -50 °C...r2 2.0 °C

r2 Target value limit, upper r1...+150 °C 20.0 °C

C0 Compressor start protection after
power-on

0...240 min 0 min

C1 Start protection after compressor start 0...240 min 0 min

C2 Start protection after compressor stop 0...240 min
1: Always active
2: Active when system on
3: Active for key switch 1 or 2

3 min

C3 Function in event of error at cold room
sensor F1

0: Compressor off
1: Compressor on
2: Emergency operation

0

d0 Defrosting interval 0 = Inactive, no defrosting
1...99 hrs

12 hrs

d1 Type of defrosting 0= Compressor standstill
1=Electric
2=Using hot gas

0

Customizing parameters
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Param-
eter

Function description Adjustment range Factory set-
ting

d2 Defrosting temperature -50...+150 °C 5.0 °C

d3 Defrosting time limit 1...99 min. 90 min.

d6 Display of cold room temperature
during defrosting

0: Actual temperature
1: Last temperature before defrosting

0

d7 Dewatering time 0...15 min. 0 min

d9 Compressor off before defrosting 0...240 min. 0

A0 Switching hysteresis for alarm 0.1...15.0 K 0.1 K

A1 Upper limit value -99...999 °C 8.0 °C

A2 Lower limit value -99...999 °C 2.0 °C

A3 Alarm suppression time after power-on 0...240 min. 120 min.

A6 Alarm suppression time after tempera-
ture alarm

0...240 min. 0 min.

A7 Alarm suppression time after defrosting 0...240 min. 0 min.

A9 Switching logic for alarm output 0= In the case of alarm on
1= In the case of alarm off

1

A10 Temperature alarm display is saved
until acknowledgement

0: T. alarm is cancelled after elimina-
tion of fault.
1: T. alarm is saved until the acknowl-
edge button is pressed.

1

A11 Alarm behaviour after return of power 0: Saved alarms are deleted.
1: Saved alarms are shown on the
display.

1

A12 Door alarm delay 1...300 sec 60 sec

F4 Behaviour during defrosting 0: Fan off during defrosting
1: Fan on during defrosting

1

F5 Fan delay time after defrosting 0...240 min. 0 min.

F7 Fan function during cooling 1: Always on
2: On when compressor is on
3: On when compressor is on and
Actual value for sensor F1>=sensor
F2

2

Customizing parameters
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Param-
eter

Function description Adjustment range Factory set-
ting

b1 Function of standby button 0: No function
1: Controller on/off (standby)
2: Target value for thermostat 2 (Y1)
3: Relay direct, off during standby
4: Relay direct, independent of
standby

1

b10 Actual value view using DOWN button 0: Not active 0

b11 Function of switching input E1 0: No function
1: Controller on/off (standby)
2: Start of defrosting
3: Relay direct, off during standby
4: Relay direct, independent of
standby
5: Actual value for sensor 2 (when P4
= 1)
6: Fan "OFF", light "ON"

0

U1 Output connection K1 0: No connection
1: Connection to the compressor
2: Connection for defrosting
3: Connection to the fan
4: Connection to the alarm
5: Connection to input E1
6: Connection to the horn
7: Output on when controller is on

1

U2 Output connection K2 see U1 4

U3 Output connection K3 see U1 0

U4 Output connection K4 see U1 0

Pro Display program version Read only  – 

Tab. 6: PA1 level
Param-
eter

Function description Adjustment range Factory set-
ting

L0 Address of ST bus 1...250 5

Pro Display program version Read only  – 

H0 Battery – End of charging – Voltage 6.00...7.50 V 6.80V

Customizing parameters
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Param-
eter

Function description Adjustment range Factory set-
ting

H1 Battery – Charging voltage – Hysteresis 0.1...1.00 V 0.2V

H2 Minimum battery voltage from which
charging starts

0...4.50 V 3.5V

H3 Battery – Charging time 1...50 hrs. 50 hrs

H4 Buzzer "ON" in the event of power
failure and battery backup

0: Not active
1...4: Buzzes shortly after each acti-
vation (the higher the value, the
longer the buzzer sounds)

1

P16 Instantaneous battery charge state Dis-
play frozen during charging (dashes if
battery has been deselected, P15 = 0)

Read only  – 

ACC Battery voltage currently measured
(dashes if battery has been deselected,
P15 = 0) Target value offset

Read only  – 

PA Password for this level -99...999 +42

Tab. 7: PAL level
Param-
eter

Function description Adjustment range Factory set-
ting

L0 Address of ST bus 1...250 2

L1 Address of ST bus for controller 1…250 5

L2 Query cycle 0.1 … 99.9 sec. 0.5 sec

L3 Actual value number for sensor F1 –
Display

0 .. 5 0

L4 Display resolution 0: Without decimal place
1: 0.5 °C resolution
2: 0.1 °C resolution

0

L5 Display unit 0: Celsius
1: Fahrenheit

0

L6 Correction for display, offset -9.9...+9.9 K 0

L7 Display with controller "ON" 0: Temperature display
1: "EIN"
2: "ON"

0

Customizing parameters
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Param-
eter

Function description Adjustment range Factory set-
ting

L8 Display with controller "OFF" (standby) 0: "AUS"
1: "OFF"
2: Decimal point, right

1

L10 Dimming the display in the event of a
power failure and battery backup

0: Not active (display "AUS" or "OFF")
1...5: Brightness levels (5 = max)

5

Customizing parameters
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6 Appendix
The appendix contains the following applicable documents:
n Technical data
Ä Chapter 6.1 ‘Technical data’ on page 35

n Installation drawing
Ä Chapter 6.2 ‘Installation drawing’ on page 37

n wiring diagram
Ä Chapter 6.3 ‘wiring diagram’ on page 38

n Exploded view
Ä Chapter 6.4 ‘Exploded view’ on page 40

n Spare parts list
Ä Chapter 6.5 ‘Spare parts list’ on page 41

6.1 Technical data
 ESSENTIAL 85 DIN ESSENTIAL MED 125

Cooling capacity, litres 80 120

Temperature setting (approx.), °C +2 to +15 +2 to +15

Voltage, V 220 – 240 220 – 240

Frequency, Hz 50/60 50/60

Refrigerant quantity, grams 25 25

Refrigerant R600a R600a

Power consumption, watts 100 *

Current consumption, amps 0.84 *

Normal consumption, kWh/24 0.713 *

Perm. ambient temperature, °C +10 to +38 +10 to +38

Specification of the temperature rise
inside the device in the event of a
power failure in minutes at an
ambient temperature of 25 °C

241 *

Temperature homogeneity at a refer-
ence ambient temperature of 25 °C, K

2.21 *

Temperature stability at reference
ambient temperature of 25 °C, K

1,09 *

External dimensions incl. distance to
wall (WxDxH), cm

48 x 51 x 74 54 x 53.5 x 81

Usable size (WxDxH), cm 34 x 32 x 63
(Usable depth 15 cm less at

the bottom)

40.8 x 32 x 59
(Usable depth 15 cm less at the

bottom)
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 ESSENTIAL 85 DIN ESSENTIAL MED 125

External dimensions with door open
90° (WxD), cm

47 x 96 54 x 105.5

Shelf size (WxD), cm 23 x 37.8 43.8 x 24

Internal drawer dimensions (WxDxH),
cm

34 x 32 x 5.6 40.8 x 32 x 5.6

Max. drawer/shelf load, kg 13 / 25 13 / 25

Weight net/gross, kg 34/40 43/50

Noise emission, dB(A) 38.5 *
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6.2 Installation drawing
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Note during installation:
Air flow at top and bottom:

without cooling unit fan: min. 250cm²
with cooling unit fan: min. 80cm²

Drawing Nr.: 125705-0

View drawn without built in door

Air flow

Temperature controller

Controller installed externally (optional)
Cut-out 71 mm x 29 mm
Installation depth 90 mm with connection

ESSENTIAL MED 125
Installation drawing

Fig. 3: Installation drawing, ESSENTIAL MED 125
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6.3 wiring diagram
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Fig. 4: 125-004-0_Wiring_Diagram_ESSENTIAL_MED-125-ECO
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The wiring diagram configuration varies depending on
the model. The legend describes the maximum configu-
ration.

A1 Operating and display unit
A2 Control and monitoring board
C1 Condenser
C2 Condenser for cooling machine fan
E1 Door contact switch
F1 Temperature sensor for cold room
F2 Evaporator temperature sensor
F3 Temperature sensor for warning electronics

and display
G1 Battery (option)
K1 Relay for compressor
K2 Relay for low temperature protection
K3 Relay for interior fan
K4 Relay for light
K5 Relay for remote warning contact
M1 Compressor motor
M2 Condenser blower (optional)
M3 Recirculation blower
P1 Setting for low temperature protection

S1 Key switch for battery
T1 Power supply for recirculating

blower
T2 Lighting ballast (option)
V3 Interior lighting (option)
W1 Connection to control unit
W2 Connection, sensor, battery,

door contact
W3 Connection, compressor, fan,

light
W4 Connection, sensor for low

temperature protection
W5 Remote warning contact
X5 Power plug
blue (blau)
brown (braun)
green-yellow (grün-
gelb)
red (rot)
red-blue
red-brown
black (schwarz)
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6.4 Exploded view

Fig. 5: 125-036-2_Exploded_View_ESSENTIAL-MED-125-ECO
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6.5 Spare parts list

Current
item number

Meaning

10288 Cooling machine VKS 2705 K

10959 Motor operating capacitor

10958 Start-up device 103N0016

114660 Compressor rubber buffer

114383 Evaporation tray

220135 Cross-flow blower for compressor ventilation

220114 Cover cap for cross-flow blower

220423 Mounting plate for cross-flow blower

Current
item number

Meaning

230119 Temperature controller ST 185 (control unit)

230120 Control unit ST 121

202100 Temperature sensor F1, 1 m, green temperature control and display (not depicted)

202099 Temperature sensor F2, 1 m, yellow, defrosting (not depicted)

202098 Temperature sensor F3, 1 m, black, freeze protection (not depicted)

114407 Key for key switch (not depicted)

230121 Battery key switch

114396 CAT 5 connection cable 2 m display – control (not depicted)

Current
item number

Meaning

226113 Rear refrigerator base

230118 Machine mount M8 x 30, front

225106 Pin hinge, pair, upper/lower

080410 Mounting for controller ST 185

202067 6 V 4 Ah battery

080411 Bracket for battery holder

Cooling machine

Control

Housing
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Current
item number

Meaning

230200 Drawer 410 x 330 x 56 mm

222158 Aluminium longitudinal divider 300 mm for drawer no.230200

230112 Cross divider 200 mm for drawer no.230200

230103 Wire shelves, top, 438 x 330 mm

11215 Melt water dish 400 x 35 x 32 mm

11367 Axial blower 8550N, for recirculated air

11363 Protective grating for axial blower

11364 Fan sleeve for protective grating

100414 Cross plate for blower

230416 Control panel

252163 Door contact switch

Current
item number

Meaning

11433 Door LABO/MED 125 Right

230100 Magnetic door seal frame, 743 x 518 mm

217128 Handle recess

270141 Plastic bushing for hinge pin (not depicted)

215127 Cylinder lock, 64 mm, with 2 keys

270125 Key, 1001

11150 Insulating hose, for lock (not depicted)

270141 Plastic bushing for hinge

Current
item number

Meaning

230102 Wire shelves, top, 438 x 330 mm

230113 Work surface

900432 End panel for work surface

900412 Mounting bracket for work surface

Interior

Refrigerator door

Option
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